
Subject: Merry Christmas!
Posted by Damir on Sat, 24 Dec 2005 11:30:16 GMT
View Forum Message <> Reply to Message

Santa brought me some "Mundorf" caps and a few AN tantalum resistors...Happy holidays to all!

Subject: And a Happy New Year! (nt)
Posted by Norris Wilson on Sat, 24 Dec 2005 14:03:48 GMT
View Forum Message <> Reply to Message

(nt)

Subject: Re: And a Happy New Year! (nt)
Posted by Damir on Thu, 29 Dec 2005 13:58:23 GMT
View Forum Message <> Reply to Message

Hehe, in the last hours of the old year I completed a PCBs for the PS caps (probably the
compensation for laziness throughout the year:-)).I "strenghtened" the Cu-traces with o,8 mm
Ag-wire.BTW, it`s anniversary of GB forum these days - lot of nice talk, but even some work, too...
And, yes - a happy New Year to all!

Subject: PCB's
Posted by anton on Mon, 02 Jan 2006 21:17:37 GMT
View Forum Message <> Reply to Message

Hi Damir,Did you create the PCB yourself or did you buy them somewhere?Looks nice and
clean!anton

Subject: Re: PCB's
Posted by Damir on Tue, 03 Jan 2006 13:37:53 GMT
View Forum Message <> Reply to Message
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Hi & welcome!I always used "primitive" method - marker, then nail polish for the Cu-traces, and
Fe-III-Chloride (small clots + water). After a couple of hours, unnecessary Cu is gone and acetone
gets rid of nail-polish.Huh, soldering can be better... Good enough for simple PCBs, see the link
for another example...
 http://audioroundtable.com/GroupBuild/messages/1079.html 
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